arnocanali CANALETAS DE INSTALACION
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Canaleta con
divisiones
Base x Altura

mded =

4

Dimensiones CANALETA SEPARACION L 1 M SEPARADOR JUNTA

K4060.1
K4060.3 GTR40-1 KTR60 445GL
K4060.6

]

60x40 /2mm

K4080.1
K4080.3 GTR40-1 KTR80 445GL
K4080.6

80x40 /3mm

K40100.1
100x40 /3mm K40100.3 GTR40-1 KTR100 445GL
K40100.6

]

K40120.1
120x40 /5mm K40120.3 GTR40-1 KTR120 445GL
K40120.6

i
[’\Ix

K6060.1
60x60 /2mm K6060.3 GTR60-1 KTR60 645GL
+ K6060.6

K6080.1
80x60 /3mm K6080.3 GTR60-1 KTR80 645GL
— K6080.6

K60100.1
100x60 /3mm K60100.3 GTR60-1 KTR100 645GL
= K60100.6

K60120.1
120x60 /5mm K60120.3 GTR60-1 KTR120 645GL
S K60120.6

K60150.1
150x60 /5mm K60150.3 GTR60-1 KTR150 645GL
R K60150.6

K60200.1
200x60 /7mm K60200.3 GTR60-1 KTR200 645GL
B K60200.6

K60250.1
250x60 /8mm K60250.3 GTR60-1 KTR250 645GL
et K60250.6

K80100.1
100x80 /3mm K80100.3 GTR80-1 KTR100 845GL
P K80100.6

K80120.3
120x80 /5mm K80120.6 GTR80-1 KTR120 845GL

K80150.1
150x80 /5mm K80150.3 GTR80-1 KTR150 845GL
PRSP K80150.6

K80200.1
200x80 /7mm K80200.3 GTR80-1 KTR200 845GL
PPN K80200.6

e BLANCO PURO RAL 9010 9 BLANCO CREMA RAL 9001 o GRIS RAL 7030

lerywer21

167






